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GAHDCMIR
2MP AHD Corner Mount IR Camera 

GAHDCMIR

The GAHDCMIR is a corner mount IR camera with 
x30 covert 940nm IR LED’s, invisible to the naked 
eye. It is vandal resistant, has a 2MP resolution 
and is able to see up to 10m in IR distance in ideal 
conditions.

Key Features
 ■ 1/2.8” Sony Starvis CMOS image sensor
 ■ 1080P Full HD resolution
 ■ Auto compensation and long range transmission
 ■ Vandal resistant
 ■ 3.0mm / F1.6 megapixel lens
 ■ 30 covert IR LED’s

 ■ True day & night with ICR mechanism
 ■ D-WDR (Digital Wide Dynamic Range)
 ■ 3D DNR (Digital Noise Reduction)
 ■ One way audio built in
 ■ DC12V
 ■ 10m IR distance in ideal conditions

Dimensions (mm)
190

140

42.3



Genie Access Ltd. 
Unit 3, Gunnels Wood Park, 
Gunnels Wood Road, Stevenage, 
Hertfordshire, SG1 2BH, UK

www.genieaccess.com +44 (0) 1707 330 541sales@genieaccess.com
© 2017 Genie Access Ltd. All Rights Reserved. 

British Born Company

Genie Access reserves the right to change specifications without notice. Please contact your representative to confirm current specifications. 

Specification
Model Number GAHDCMIR
Image Sensor 1/2.8” Sony Starvis CMOS image sensor
Resolution 1080P
Lens 3.0mm / F=1.6  MP Lens  
Scanning System Progressive
Audio One way built in
Video Output Universal AHD, CVI, TVI: 1080P, 720P

Analogue: NTSC/ PAL CVBS
S/N Ratio More than 50dB (AGC Off)
Minimum Illumination 0.01 Lux at IR Off (F1.0), 0.00 Lux at IR On
D-WDR Off / 0~8
Sens-Up Off x2 - x30
Backlight Off / BLC / HSBLC
DNR Off / Low / Middle / High
Privacy Mask 4 Masks
Motion Detection Off / On
Power Source DC12V ±10% 
Power Consumption Max 4.0 Watt
Operating Temperature -10℃ to 50℃
Operating Humidity 10% to 85%
Dimensions 190 (W) x 140 (L) x 42.3 (H) mm
Weight 390g


