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GCD04HD
1 Input 4 Output Video Distributor

GCD04HD

Key Features
 ■ 1 Input 4 Output HD Video Distributor
 ■ Input Cable Distance: 720p 500M (Max), 

1080p: 200M (Max)
 ■ Output Cable Distance 100M (Max)

GCD04HD is 1 input 4 output HD-TVI/
AHD/HDCVI Video Distributor. Capable of 
distributing 1 Input Channel of HD Video to 4 
Different Outputs up to a maximum distance 
of 100M.

Dimensions (mm)

138

85.6

FRONT

BACK



D
AT

AS
H

EE
T

Genie CCTV LTD. CCTV House, 
City Park, Watchmead, Welwyn Garden City
Hertfordshire, AL7 1LT, United Kingdom

www.geniecctv.com +44 (0) 1707 330 541

sales@geniecctv.com +44 (0) 1707 330 543 © 2016 Genie CCTV Ltd. All Rights Reserved. 

DA
TA

SH
EE

T

Genie CCTV reserves the right to change specifications without notice. Please contact your representative to confirm current specifications. 

Model Number GCD04HD
Video Input Channel BNC x 1
Video Output Channel BNC x 4
Video Input Level 0.8 ~ 1.2Vp (Standard), 75 Ohms
Video Bandwidth 350 MHz - 3dB
Power Supply DC12V 500mA
Power Consumption 300mA
Temperature Operation: 0 to 55°C, Storage: -20 to 85°C, Humidity: Up to 95%
Dimensions (W x H x D) 138 x 85.6 x 29.5 (mm)
Weight (g) 140

Technical Specification


