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V1.01

10.4” LED Glass Front CCTV Monitor

LMEG10

Key Features

CBC’s LMEG10 10.4” LED monitor provides an 800 x 600 resolution display, along with a 25ms 
response time, ensuring quick refresh of crisp and clear images for a wide variety of office-based and 
other commercial applications.

The glass-fronted monitor can be rack/wall mounted and its attractively designed, slim metal casing 
minimises its desktop ‘footprint’. Its other operating advantages include low power consumption and a 
500:1 contrast ratio.

� 800 (H) x 600 (V) Resolution

�	Optional rack/wall mountable

� Glass front

� 16.7M display colours

� Adjustable colour temperature

� Slim casing design
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V1.01

LMEG10 10.4” LED Glass Front CCTV Monitor

Specifications

Description / Model LMEG10

   MONITOR SPECIFICATION

LCD Panel Type 10.4” LED Metal Case/Glass Front 

Maximum Resolution 800 (H) x 600 (V)

Active Display Area 246.5 (H) x 179.4 (V)

Pixel Pitch 0.33 (H) x 0.33 (V) mm

Bezel Thickness 25mm

Contrast Ratio 500 : 1 Ratio

Brightness 250 cd/ m²

Response Time 25 ms

Viewing Angle 150 (H) / 110 (V)

Display Colours 16.7 M

Video Sychronization TTL Positive or Negative

PC Compatible Frequency 30-80KHz(H) / 50-75Hz(V)  
Max. 640 x 480

Adjustable Colour 
Temperature

Yes

Video Compatibilty Multi-Standard for NTSC / PAL

Aspect Ratio 4 : 3 Ratio

VGA Auto Frequency 
Correction

Yes

Number of Speakers No Speakers

Sound Demodulation N/A

Mute N/A

Work Temperature - 10 to 40 ºC

Work Humidity 20 % - 70 %

OSD Controls Contrast, Brightness, Clock, Phase,Colour 
/ Tint, H-Position, V-Position, Language, 
Reset

OSD Language English, Simplified Chinese

Volume +/- Power ON/OFF Power ON/OFF Only

NB. Specification subject to change without notification 

INPUT INTERFACE

Video Interface VGA input x 1,  BNC In x 1, BNC out x 0

Audio Interface None

Power Interface AC input x 1

Termination 75 Ohms (Automatic termination)

POWER

Power Supply 12V, 2 amps

Voltage AC100 - 240V 50 / 60Hz

Power Consumption < 15W

Safety & EMC Certification CE / FCC / ROHS / CCC / Energy Star

Vesa Standard Mount 75 x 75 mm

Stand Type Picture Frame (Wall Mount Optional)

Colour Black

LCD Dimension 
(Without Base)

267 (W) x 213 (H) x 38 (D) mm

Packing Dimension 356 (W) x 315 (H) x 89 (D) mm

NET Weight 2.0 Kgs

GROSS Weight 3.0 Kgs

Accessory Power Supply / Stand / User Manual

267mm

21
3m

m


